
Model Description Size ln (kg) Weight Lbs ( mm > Amperes & Voltage Amp Turns / Gauss 

WA-8 ACCoil 8 11 (201mm) 11 lbs (5.5kg ) 13 Amps 11 SV /60Hz 3250AC 

WA-8K ACCoil 8 11 (201mm) 11 lbs (5.5kg ) 6.5 Amps 230V 50Hz 3250AC 

WA-10 ACCoil 1 Oin (254mm) 1 Slbs (7 .5kg) 15 Amps 11 SV /60Hz 3150AC 

WA-10K ACCoil 1 Oin (254mm) 1 S lbs (7 .5kg) 8 Amps 230V 50Hz 3150AC 

WA-12 ACCoil 12" (305mm) 1 Slbs (7 .5kg) 16 Amps 11 SV /60Hz 3050AC 

WA-12K ACCoil 12" (305mm) 151bs (7 .5kg) 9 Amps 230V 50Hz 3050AC 

WA-14 ACCoil 14" (355mm) 171bs (8kg) 16 Amps 11 SV /60Hz 2875AC 

WA-14K ACCoil 14" (355mm) 171bs (8kg) 9 Amps 230V 50Hz 2875AC 

• Used with Wet/Dry Me th od Media f or Mag netization appl ications. Normally used to f ind tra nsve rsa c ra cks in Tubes/P ipes, S hafts/Ba rs, or Small Pa r ts.

Foot Switc h Op tional.
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