


O Equipped with an automatic diagnostic function 
compliant with vibration severity standards 
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Acceleration - rotary bearing 
assessment diagram 
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Vibrometer for simple diag
nosis use model MK-21 is 
equipped with an automatic 
diagnostic function compli
ant with vibration severity 
standards (ISO-l 081 6, JIS B 
0906), a llowing even those 
operators who have never 
used a vibrometer to diag
nose the status of their 
facilities. 
MK-21 also enables the user 
to assess whether a rotary 
bearing is a conforming 
article by referring to the 
assessment diagram pro
vided on the back of the 
main unit. 
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O Flow of diagnostic operation 

Turn tt1epower eOWEff _ � ON. � 

Press "'� wl1ile lhe class _ 
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Press Rl,.'llf wl1ile lhe class ..__J ,- l -ra indicalion is lil - I '- I_. c'I 
Press 111,)l;E while ll"le cl<1ss _J ,- I -ra indicalion is lil - I '- I_. 
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O Specifications 

S ensor Piezoelectric vibration pickup (with magnet) 
Acceleration (ACC) 

Measurement mode Acceleration peak (ACC P EAK) 
Velocity (VEL) 
Oisplacement (DISP) 

Low range High range 
Acceleration 0.0-20.0m/s2 o-200m/s2 

Measurement range Acceleration peak 0.0-20.0m/s2 0-200m/s2 

Velocity o.0�20.0mm/s o-2oomm/s 
Displacement 0�200µm 0-1990µm
Acceleration lkHz-20kHz 

Measurement Acceleration peak l kHz-20 kHz 
frequency range Velocity lOHz�l kHz 

Displacement lOHz�l kHz 
Acceleratión RMS value 
Acceleration peak : PEAK value 

Arithmetic processing Velocity : RMS value 
Displacement : P-P value 

Display tvoe LCD 4.5 digits with backlighting 
Low-batterv indication Low-battery mark appears on LCD 
Service temperature ranqe O to 50-C (90% RH, no condensation) 
Storaqe temperature ranqe -1 O to 60-C (90% RH, no condensation) 
Power source AA alkali dry battery (< 1 ), continuously operable for over 8 hours 
Outer dimensions 69Wxl 54Hx30D 
Mass Approximately 140 g (including battery) 

O Standard configuration 

Main unit MK-21 xl 
Piezoelectric vibration pickup PU-6260 xl 
Magnet MK-9002 xl 
Curl cord CD-Cl-3N X] 

AA dry battery LR-6 xl 
Carry case X 1 

lnstruction manual X 1 

Cl Option 

I Vibration pickup (hand-held) 1 PU-601 R-A 

* Bearing diagnosis wilh lhe assessment table is not available if l l1e hand-held
vibration pickup is used. 
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Distributed by: ABQ Industrial LP USA
Tel: +1 (281) 516-9292 / (888) 275-5772  eFax: +1 (866) 234-0451 
Web: https://www.abqindustrial.net  E-mail: info@abqindustrial.net
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